
BRW Technologies 108 Cornerstone Drive Greenwood, SC  29649 www.torchsaver.net

• The Torchsaver is a water flow switch system that connects to your 
welding machine.

• The Torchsaver makes your welding machine safer by not allowing the 
arc to be energized when there is no water flow.  Prevents welder injuries!

• Saves money by not burning up torch hoses.

• The Torchsaver Model 300 Connects to the 14 pin foot pedal connector 
on your welding machine

• Model 300 will interface to any water flow switch including the 2 models 
that we sell

• The Torchsaver interrupts the contactor circuit when there is no water 
flow.  The welder cannot start the arc!

• Once water flow is established, the welding machine functions normally.

• go to www.torchsaver.net for more information

BRW Technologies reserves the right to change specifications at any time as we develop new products.
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Water flow is present, flow 
switch is turning, and 
Torchsaver has a green light.

The system operates as 
normal.

Operation of the Torchsaver

No Water flow (flow switch is 
not turning) and Torchsaver
has a green red light.

The system will not allow the 
arc to start.
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The Torchsaver is easy to Install!

Water Flow 
Switch 

installed in 
return line of 
water cooler.

Foot Pedal 
connects to 
Torchsaver
Control Box

Water filter 
installed in 
return line 
before flow 

switch

Water Flow 
switch 

connects to 
Torchsaver
Control Box

Water cooler hoses and welding leads connect to TIG torch.

Torchsaver
Control Box 

Torchsaver
Control Box 
connects to 
14 pin Foot 

Pedal 
connector



LED Flow Switch 
Indicators.  Red 
means flow switch 
fault, green 
indicates flow.

Flow switch control box.  
Mounted near welding 
machine.  Control box 
interrupts welding contactor 
circuit if a water flow fault 
exists, preventing the 
welding machine from 
putting out any power with 
no water flow.

Connect this lead 
to the 14 Pin foot 
pedal connector 
on the welding 
machine

Connect the foot 
pedal to this 
connector.

24VDC Power IN 
and Fuse.

Control Box Model 300 Control 
Box
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Specifications:
Enclosure size 6” W x 6” L x 4” D 

with mounting tabs 

24VDC Power used throughout

3ft. Welder interface leads

This control box can 
be interfaced to any 

flow switch that has a 
NO contact closure. 

Add a TORCHSAVER 
to your existing 

machine! 



LED Flow Switch 
Indicators.  Red 
means flow switch 
fault, green 
indicates flow.

Flow switch control box.  
Mounted near welding 
machine.  Control box 
interrupts welding contactor 
circuit if a water flow fault 
exists, preventing the 
welding machine from 
putting out any power with 
no water flow.

Connect this lead 
to the 14 Pin foot 
pedal connector 
on the welding 
machine

Connect the foot 
pedal to this 
connector.

Rotary Flow 
switch connects to 
water cooler.  10 
foot lead runs to 
control box.

24VDC Power IN 
and Fuse.

Control Box Model 300 with 
adjustable set-point Rotary flow 

switch Model 200
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Specifications:
Enclosure size 6” W x 6” L x 4” D 

with mounting tabs 

24VDC Power used throughout

3ft. Welder interface leads

15 foot water flow switch leads



Connect the foot 
pedal to this 
connector.

Connect this lead to 
the 14 Pin foot pedal 
connector on the 
welding machine

LED Flow Switch 
Indicators.  Red 
means flow switch 
fault, green 
indicates flow.

Flow switch control box.  
Mounted near welding 
machine.  Control box 
interrupts welding contactor 
circuit if a water flow fault 
exists, preventing the 
welding machine from 
putting out any power with 
no water flow.

24VDC Power IN 
and Fuse.

Flow switch 
connects to water 
cooler.  10 foot lead 
runs to control box.

Control Box Model 300 

with Non-adjustable set-point Flow 
Switch Model 100
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Specifications:
Enclosure size 6” W x 6” L x 4” D 

with mounting tabs 

24VDC Power used throughout

3ft. Welder interface leads

15 foot water flow switch leads


